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90 Wyrley Road, Witton, Birmingham, B6 7BN

Tel: 0121 322 2345  Fax: 0121 327 0288



Vetchberry Steels are strategically located, superbly equipped, 
and expertly staffed to provide the most comprehensive service in the UK 
and abroad for stainless steel flat rolled products.

Our Witton Service Centre of 100,000 square feet, houses an inventory of 
never less than 2,500 tonnes of prime hot rolled and cold rolled coil.

The wealth of experience and business flair has been the key to 
Vetchberry’s success.  Their total investment in processing equipment, 
maintaining a motivated workforce and customer satisfaction has gained 
Vetchberry 1st class supplier ratings with both home and export customers.

Vetchberry Steels excel in product and service to become the foremost 
supplier in quality stainless steel flat products.

At Vetchberry the investment continues and the company is wholly
dedicated to ensuring customer satisfaction.
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Vetchberry are one of the largest Stainless Steel Stockholders in the UK, 
and can offer the following grades on a regular basis in the above slitting 
range.

Ferritic Grades:

430 (1.4016)  444 (1.4521)  409 (1.4512)  441 (1.4509)

Martensitic  Grades:

420 (1.4021/1.4028)

Austenitic  Grades:

301 (1.4310)  201 (1.4372)  304/304L (1.4301/1.4307)  321 (1.4541)  
316 (1.4401)  316L (1.4404)  316Ti (1.4571)

Heat Resistant Grades:

304H (1.4948)  321H (1.4878)  309S (1.4833)  310S (1.4845)
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In 1996 Vetchberry commissioned three traverse winding lines, now with 
over seven years experience we would like to offer you the opportunity to 
benefit from this experience.

Vetchberry can supply traverse wound material from

0.8mm up to 3.00mm thick. 

10mm to 60mm wide

In all grades of Stainless Steel

Traditional 'pancake' coils at narrow widths often have the disadvantage of 
restricted OD, i.e.. short coil lengths. For continuous feed applications, 
i.e.. presswork, there is a growing demand for longer running feedstock. 

Why stop your production six times to load tradition ‘pancake coils’ when 
you could do it once with Traverse wound coils. 

Traverse Winding

Traverse Coil                       Pancake Coils
Traditional Pancake

Coils
Traverse Wound Coils



Tempered Strip Division:

Vetchberry Steels have a separate division who specialise in producing cold 
rolled/temper rolled stainless steel strip.  We have been rolling steel since 
1992, when the 4 high Robertson Rolling Mill was commissioned.  The mill is 
capable of rolling a wide variety of gauges and tempers to suit the most 
demanding applications.  Further investment took place in 1995, with 
additional narrow 4 high rolling mill commissioned.  This has increased 
capacity and product range.

Vetchberry have the dedicated team and facilities to produce top class 
temper rolled strip in various hardness ranges and specifications.
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Tempered Strip Division

Production  - Stock Range  - Rolling Programme

Specifications: 304 (1.4301)  301 (1.4310)  

321 (1.4541)  316 (1.4401/1.4404) 

430 (1.4016)     

Gauge Range: 0.20mm up to 3.0mm

Hardness Range: ¼ hard – ½ hard – ¾ hard – Full hard

VPN Ranges: TR 230 – TR 280 – TR 330 – TR 380

Also we can offer special produced 
hardness ranges.

Material can be supplied in sheared/slit edges, also 
deburred/dressed conditions

Please contact our Tempered Division for more details
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Head Office:
90, Wyrley Road, Witton, Birmingham, B6 7BN
Tel: 0121 322 2345 – Fax: 0121 327 0288 
E-mail: Sales@vetchberry-steels.co.uk

Southern Area:
Mountbatten House, Fairacres, Dedworth Road, Windsor, Berkshire, SL4 4LE
Tel: 01753 620022 – Fax: 01753 620011 
E-mail: Ken.Bown@vetchberry-steels.co.uk

Northern Area 1:
Office 6, The Business Centre, Bradmarsh Business Park, Bow Bridge Close,
Rotherham, South Yorkshire, S60 1BY
Tel: 01709 374555 – Fax: 01709 374570 
E-mail: RichardThomas@vetchberry-steels.co.uk

Northern Area 2:
34 Hereford Crescent, Little Lever, Bolton, BL3 1XQ
Tel: 01204 573757 – Fax: 05601 253351
E-mail: Chris@vetchberry-steels.co.uk

Ken Bown
(Southern Area)

Richard Thomas
(Northern Area 1)

Head Office, sales team
& Service Centre

(Midlands)

www.vetchberry.co.uk

Chris Kay
(Northern Area 2)



� Coil

� Blanks

� Sheet

� Temper Rolled

� Traverse

� Many other services available, call
our sales team for further information
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